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Part Number: GTI-SM-EP00-19A  
 

Features: 

• Flyback Converter 

• Non-short circuit proof 

• Rated Insulation Voltage 
of  600 Vrms 

• UL Class F Insulation  
System 

• Compact Size and Surface  
Mounted 

 

Applications: 
Switch Power Supplies, Home 
Automation Appliances, AC/DC 
& DC/DC Converters 

 
Package Dimension: All dimensions in mm 
 
 
  
 
 
 
 
 
 
 

ELECTRICAL SPECIFICATIONS 
 

Electrical Parameters: 
f = 100 kHz ; V = 0.1 V ; @ 25 °C 

 

DC Resistance:  
  R (1 – 8) – 210 mΩ ;  R (6 – 3) – 106 mΩ ;  R (5 – 4) – 6 mΩ 
 

Inductance:  
  L (1 – 8) – 12.7 µH ;  L (6 – 3) – 12.7 µH ;  L (5 – 4) – 12.7 µH 
 

Turns Ratio: 
  P (1 – 8) : P (5 – 4) : P (6 – 3) – 1 : 1 : 1 
 

TECHNICAL INFORMATION 
 

Operating Temperature:  -40 °C to +105 °C 
 

Storage Temperature:  -40 °C to +105 °C 
 

Insulation Test Voltage: 600 Vac, 30 sec 
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Part Number: GTI-TH-RM00-19B  
 

Features: 

• Telecom Transformer 

• Non-short circuit proof 

• High Inductance and Low 
Leakage Inductance 

• Compact Size and Through  
Hole 

 

Applications: 
Modems, Switching Power 
Supplies, Laptop Computers, 
Instrumentation, AC/DC 
Converters, Telecommunications 

 

Package Dimension: All dimensions in mm 
 
 
  
 
 
 
 
 
 
 

ELECTRICAL SPECIFICATIONS 
 

Electrical Parameters: f = 100 kHz ; V = 0.1 V ; @ 25 °C 
 

DC Resistance:  
  R (3 – 1) – 53 mΩ;  R (5 – 6) – 80 mΩ; 
  R (12 – 11) – 310 mΩ ; R (7 – 8) – 345 mΩ 
 

Inductance:  
  L (3 – 1) –  155 µH;  L (5 – 6) – 620 µH; 
  L (12 – 11) – 155 µH;  L (7 – 8) – 620 µH 
 

Turns Ratio: 
  P (3 – 1) : P (5 – 6) – 1 : 2 ;  P (12 – 11) : P (7 – 8) – 1 : 2 
 

TECHNICAL INFORMATION 
 

Operating Temperature:  -40 °C to +105 °C 
 

Storage Temperature:  -40 °C to +105 °C 
 

Insulation Test Voltage: 1000 Vac, 30 sec 
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Part Number: GTI-SM-RM00-19C  
 

Features: 

• Telecom Transformer 

• Non-short circuit proof 

• High Inductance and Low 
Leakage Inductance 

• Compact Size and Surface  
Mounted 

 

Applications: 
Modems, Switching Power 
Supplies, Laptop Computers, 
Instrumentation, AC/DC 
Converters, Telecommunications 

 

Package Dimension: All dimensions in mm 
 
 
  
 
 
 
 
 
 
 

ELECTRICAL SPECIFICATIONS 
 

Electrical Parameters:  
f = 100 kHz ; V = 0.1 V ; @ 25 °C 

 

DC Resistance:  
  R (2 – 5) – 1.6 Ω ;  R (6 – 3) – 1.7Ω 
 

Inductance:  
  L (2 – 5) – 625 µH ;  L (6 – 3) – 625 µH 
 

Turns Ratio: 
  P (2 – 5) : P (6 – 3) – 1 : 1 
 
 

TECHNICAL INFORMATION 
 

Operating Temperature:  -40 °C to +105 °C 
 

Storage Temperature:  -40 °C to +105 °C 
 

Insulation Test Voltage: 1000 Vac, 30 sec 
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