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Features: 

• High Saturation Magnetic  
Flux Density 

• Low Power Loss  
 

Applications: 
       Water Meter, Smart Meter 
 
 
 
 

Package Dimension: All dimensions in mm 
  
 
 
  
 
 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

Part No. A B C D E F 

GTI-TH-MC00-16A 5.70 5.00 ± 0.3 4.70 8.00 ± 0.5 1.70 3.80 

GTI-TH-MC00-16B 5.70 5.00 ± 0.3 4.70 8.00 ± 0.5 1.70 3.80 

GTI-TH-MC00-16C 5.70 5.00 ± 0.3 4.70 8.00 ± 0.5 1.70 3.80 

GTI-TH-MC00-16D 5.70 5.00 ± 0.3 4.70 N/A 1.70 3.80 

GTI-TH-MC00-16E 7.50 ± 0.2 N/A 5.40 ± 0.2 N/A 3.85 ± 0.15 4.25 ± 0.2 

GTI-TH-MC00-16F 7.50 ±0.2 5.00 ± 0.3 5.40 ± 0.2 6.00 ± 0.5 3.85 ± 0.15 4.25 ± 0.2 

GTI-TH-MC00-16G 7.80 N/A 6.80 N/A 4.00 5.00 

GTI-TH-MC00-16H 5.70 5.00 ± 0.3 4.70 N/A 1.70 3.80 

GTI-TH-MC00-16I 5.70 5.00 ± 0.3 4.70 9.00 ± 0.5 1.70 3.80 

GTI-TH-MC00-16J 5.70 5.00 ± 0.3 4.70 N/A 1.70 3.80 

GTI-TH-MC00-16K 5.70 5.00 ± 0.3 4.70 9.00 ± 0.5 1.70 3.80 

GTI-TH-MC00-16L 5.70 5.00 ± 0.3 4.70 8.00 ± 0.5 1.70 3.80 

       

       

GTI-TH-MC00-16G 7.80 N/A 6.80 N/A 4.00 5.00 
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ELECTRICAL PARAMETERS: f = 100 kHz; V = 0.1 V; @ 25 ºC 
 

Part No. Inductance (L µH) Q - Factor DC Resistance 

GTI-TH-MC00-16A 235 -   - 

GTI-TH-MC00-16B 280  -  - 

GTI-TH-MC00-16C 177  -  - 

GTI-TH-MC00-16D 200 50 1.9 

GTI-TH-MC00-16E 177 > 55 -  

GTI-TH-MC00-16F 177 55  - 

GTI-TH-MC00-16G 300 > 70 2.1 

    

    

GTI-TH-MC00-16G 300 > 70 2.1 

 
 
 


